
12,000 BTUs
LS120CP (A/C Model)
12,000 BTUs Cooling

LS120HP (H/P Model)
11,500 BTUs Cooling
11,500 BTUs Heating
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Standard Features:
• R-410A Refrigerant
• Dehumidifying mode
• Neo Plasma Air Purifying

System
• Chaos Swing
• Jet Cool
• Cooling mode
• Heating mode (H/P model only)

• Fan mode
• Auto operation
• Manual power switch
• Defrost control (H/P model only)
• Temperature display on 

indoor unit
• Auto sleep mode
• Auto restart
• 24-Hour on/off timer

• Built-in low ambient standard,
down to 0°F (cooling mode)

• Ultra-quiet operation
• Evaporator frost control
Interior Unit Includes:
• Wall unit
• Installation plate & hardware
• Remote control, batteries,

holder & holder hardware

• Installation manual
Exterior Unit Includes:
• Exterior unit
• Exterior unit has sufficient

refrigerant for charging indoor
coil and a 25’ line set 

System Model # LS120CP LS120HP
Indoor Model # LS120CPI LS120HPI
Outdoor Model # LS120CPO LS120HPO
Performance 
Capacity (BTUs) 12,000 11,500

11,500
SEER 13 13
Air Circulation (CFM H/M/L) 330/280/230 330/280/230
Fan Speeds 4/Auto/Chaos 4/Auto/Chaos
Dehumidification (pts/hr) 3.0 3.0
Indoor dB(A)* 41/36/34 41/36/34
Outdoor dB(A)* 48 48
Electrical 
Rated Voltage Outdoor 115-1-60 115-1-60
Rated Voltage Indoor 36V DC 36V DC
Indoor Dimensions 35 3/16 x 35 3/16 x
W x H x D (inches) 11 x 11 x

6 1/2 6 1/2
Weight (lbs.) 20.5 20.5
Outdoor Dimensions 30 5/16 x 30 5/16 x
W x H x D (inches) 21 5/16 x 21 5/16 x

9 19/32 9 19/32
Weight (lbs.) 70.5 72.8
Thermostat Range
Cooling / Heating (°F) 64-86 64-86/60-86
*LG verified sound ratings

HIGH WALL DUCTLESS • MINI-SPLIT STANDARD SINGLE ZONE

Warranty: 2 years parts and labour; 5 years compressor.
See page 17 for electrical specifications, refrigerant line requirements & formulas.



18,000 BTUs
LS180CP (A/C Model)
18,000 BTUs Cooling

LS180HP (H/P Model)
19,500 BTUs Cooling
19,500 BTUs Heating

Warranty: 2 years parts and labour; 5 years compressor.
See page 17 for electrical specifications, refrigerant line requirements & formulas.14

Standard Features:
• Multi Power System™

• R-410A Refrigerant
• Neo Plasma Air Purifying

System
• Dehumidifying mode
• Chaos Swing
• Jet Cool
• Cooling mode

• Heating mode (H/P model only)
• Fan mode
• Auto operation
• Manual power switch
• Defrost control (H/P model only)
• Temperature display on 

indoor unit
• Auto sleep mode
• Auto restart

• 24-Hour on/off timer
• Ultra-quiet operation
• Evaporator frost control
Interior Unit Includes:
• Wall unit
• Installation plate & hardware
• Remote control, batteries,

holder & holder hardware
• Installation manual

Exterior Unit Includes:
• Exterior unit
• Exterior unit has sufficient

refrigerant for charging indoor
coil and a 25’ line set 

System Model # LS180CP LS180HP
Indoor Model # LS180CPI LS180HPI
Outdoor Model # LS180CPO LS180HPO
Performance 
Capacity (BTUs) 18,000/17,800 19,500/19,000

19,500/19,000
SEER 13 13
Air Circulation (CFM H/M/L) 460/380/320 530/450/370
Fan Speeds 4/Auto/Chaos 4/Auto/Chaos
Dehumidification (pts/hr) 5.3 6.6
Indoor dB(A)* 41/38/36 46/41/38
Outdoor dB(A)* 55 57
Electrical 
Rated Voltage Outdoor 230/208-60-1 230/208-60-1
Rated Voltage Indoor 36V DC 36V DC
Indoor Dimensions 42 15/16 x 42 15/16 x
W x H x D (inches) 11 13/16 x 11 13/16 x

7 1/32 7 1/32
Weight (lbs.) 28.6 28.6
Outdoor Dimensions 34 5/16 x 34 5/16 x 
W x H x D (inches) 25 13/16 x 25 13/16 x

12 5/8 12 5/8
Weight (lbs.) 149.9 169.6
Thermostat Range
Cooling / Heating (°F) 64-86 64-86/60-86
*LG verified sound ratings

HIGH WALL DUCTLESS • MINI-SPLIT STANDARD SINGLE ZONE



24,000 BTUs
LS240CP (A/C Model)
22,500 BTUs Cooling

LS240HP (H/P Model)
22,500 BTUs Cooling
22,500 BTUs Heating

Warranty: 2 years parts and labour; 5 years compressor.
See page 17 for electrical specifications, refrigerant line requirements & formulas. 15

Standard Features:
• Multi Power System™

• R-410A Refrigerant
• Neo Plasma Air Purifying

System
• Dehumidifying mode
• Chaos Swing
• Jet Cool
• Cooling mode

• Heating mode (H/P model only)
• Fan mode
• Auto operation
• Manual power switch
• Defrost control (H/P model only)
• Temperature display on 

indoor unit
• Auto sleep mode
• Auto restart

• 24-Hour on/off timer
• Ultra-quiet operation
• Evaporator frost control
Interior Unit Includes:
• Wall unit
• Installation plate & hardware
• Remote control, batteries,

holder & holder hardware
• Installation manual

Exterior Unit Includes:
• Exterior unit
• Exterior unit has sufficient

refrigerant for charging indoor
coil and a 25’ line set 

System Model # LS240CP LS240HP
Indoor Model # LS240CPI LS240HPI
Outdoor Model # LS240CPO LS240HPO
Performance 
Capacity (BTUs) 22,500/22,100 22,500/22,100

22,500/22,100
SEER 13 13
Air Circulation (CFM H/M/L) 530/450/370 530/450/370
Fan Speeds 4/Auto/Chaos 4/Auto/Chaos
Dehumidification (pts/hr) 6.6 6.6
Indoor dB(A)* 46/41/38 46/41/38
Outdoor dB(A)* 57 57
Electrical 
Rated Voltage Outdoor 230/208-60-1 230/208-60-1
Rated Voltage Indoor 36V DC 36V DC
Indoor Dimensions 42 15/16 x 42 15/16 x
W x H x D (inches) 11 13/16 x 11 13/16 x

7 1/32 7 1/32
Weight (lbs.) 28.6 28.6
Outdoor Dimensions 34 5/16 x 34 5/16 x
W x H x D (inches) 31 1/2 x 31 1/2 x

12 5/8 12 5/8
Weight (lbs.) 166.6 169.6
Thermostat Range
Cooling / Heating (°F) 64-86 64-86/60-86
*LG verified sound ratings

HIGH WALL DUCTLESS • MINI-SPLIT STANDARD SINGLE ZONE
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HIGH WALL DUCTLESS • MINI-SPLIT STANDARD SINGLE ZONE

30,000 BTUs
LS302CP (A/C Model)
28,000 BTUs Cooling

LS302HP (H/P Model)
28,000 BTUs Cooling
29,000 BTUs Heating

Standard Features:
• Multi Power System™

• R-410A Refrigerant
• Neo Plasma Air Purifying

System
• Dehumidifying mode
• Chaos Swing
• Jet Cool
• Cooling mode

• Heating mode (H/P model only)
• Fan mode
• Auto operation
• Manual power switch
• Defrost control (H/P model only)
• Temperature display on 

indoor unit
• Auto sleep mode
• Auto restart

• 24-Hour on/off timer
• Ultra-quiet operation
• Evaporator frost control
Interior Unit Includes:
• Wall unit
• Installation plate & hardware
• Remote control, batteries,

holder & holder hardware
• Installation manual

Exterior Unit Includes:
• Exterior unit
• Exterior unit has sufficient

refrigerant for charging indoor
coil and a 25’ line set 

System Model # LS302CP LS302HP
Indoor Model # LS302CPI LS302HPI
Outdoor Model # LS302CPO LS302HPO
Performance 
Capacity (BTUs) 28,000/27,000 28,000/27,000

29,000/29,000
SEER 13 13
Air Circulation (CFM H/M/L) 740/630/520 740/630/520
Fan Speeds 4/Auto/Chaos 4/Auto/Chaos
Dehumidification (pts/hr) 7.8 7.8
Indoor dB(A)* 48/44/40 48/44/40
Outdoor dB(A)* 63 63
Electrical 
Rated Voltage Outdoor 230/208-60-1 230/208-60-1
Rated Voltage Indoor 36V DC 36V DC
Indoor Dimensions 47 19/32 x 47 19/32 x
W x H x D (inches) 13 5/8 x 13 5/8 x

8 1/16 8 1/16
Weight (lbs.) 37.5 37.5
Outdoor Dimensions 34 5/16 x 34 5/16 x
W x H x D (inches) 40 7/8 x 40 7/8 x

12 5/8 12 5/8
Weight (lbs.) 178.6 180.3
Thermostat Range
Cooling / Heating (°F) 64-86 64-86 /60-86
*LG verified sound ratings

Warranty: 2 years parts and labour; 5 years compressor.
See page 17 for electrical specifications, refrigerant line requirements & formulas.



***Each system is pre-charged with enough refrigerant to charge 25 ft. of line and the interior unit.

NOTE: Systems having the outdoor unit mounted above the indoor unit (e.g. basement
installations) have the following additional requirement:
For systems with elevation of 25 ft. (see figure A), refrigerant lines must be oil trapped
between 8 ft. and 12 ft. of elevation.
For systems with elevation of greater than 25 ft. Refrigerant lines must be oil trapped at
least every 12 ft. of elevation.

* Each system should have a 6-8 inch inverted trap at the condensing unit if mounted above
indoor unit.
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Mini-Split

Standard

Single Zone

Type

A/C

A/C

A/C

A/C

A/C

H/P

H/P

H/P

H/P

H/P

System Model #

LS090CP

LS120CP 

LS180CP 

LS240CP 

LS302CP 

LS090HP

LS120HP 

LS180HP 

LS240HP 

LS302HP 

Indoor

36V DC

36V DC

36V DC

36V DC

36V DC

36V DC

36V DC

36V DC

36V DC

36V DC

BTUs

9,000

11,500

18,000

22,500

28,000

9,800

11,500

19,500

22,500

28,000

Rated 

Amps

7.0 

10.5 

8.6/9.5 

11.5/12.5 

14.5/15.6 

10.5 

10.5 

11.5/12.5 

11.5/13.0 

14.5/15.6 

MCA*

15 

15 

15 

20 

25 

15 

15 

20 

20 

25

MOP**

15

25

20

30

30

25

30

30

30

30

Electrical Specifications

Outdoor

115

115

230/208

230/208

230/208

115

115

230/208

230/208

230/208

Voltage

All equipment single phase.

NOTE: Recommend shielded cable for low voltage wiring.
Please see local electrical codes for proper wire specifications.

*Minimum Circuit Ampacity
**Maximum Overcurrent Protection

***For LS180HP, LS240CP/HP, LS302CP/HP

Wire Size
Minimum AWG 14-3

12-3***
Indoor/Outdoor Connecting Cable Shielded 18-4

Mini Split 
Standard
Single Zone

Type

A/C

A/C

A/C

A/C

A/C

H/P

H/P

H/P

H/P

H/P

System 
Model #

LS090CP

LS120CP 

LS180CP 

LS240CP 

LS302CP

LS090HP

LS120HP 

LS180HP 

LS240HP 

LS302HP 

Pipe size
Liquid Suction

1/4" 3/8"

1/4" 1/2 "

1/4" 1/2 "

1/4" 5/8"

1/4" 5/8"

1/4" 1/2"

1/4" 1/2 "

1/4" 5/8 "

1/4" 5/8"

1/4" 5/8"

BTUs

9,000

11,500

18,000

22,500

28,000

9,000

11,500

19,500

22,500

28,000

Additional
Refrigerant

0.25 oz./ft.

0.25 oz./ft.

0.25 oz./ft.

0.25 oz./ft.

0.35 oz./ft.

0.25 oz./ft.

0.25 oz./ft.

0.25 oz./ft.

0.25 oz./ft.

0.35 oz./ft.

Max. length 
each pipe

50'

50'

100'

100'

100'

50'

50'

100'

100'

100'

Max.
elevation

25'

25'

50'

50'

50'

25'

25'

50'

50'

50'

Refrigerant Line & Formula Specifications***

25' maximum

8' minimum
12' maximum

OIL TRAP

INDOOR UNIT

OUTDOOR UNIT

MINI-SPLIT STANDARD SINGLE ZONE
ELECTRICAL & REFRIGERATION• QUICK REFERENCE

Figure A.
Example: 25 ft. maximum elevation.
Must install trap inverted.
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ATTRACT YOUR
ATTENTION

LG is the first company in the world to introduce 
the design concept of ARTCOOL™. We have introduced
emotional elements to air conditioners beyond their
functional features, and thus ARTCOOL™’s refined
modern designs are created to highlight your own
individuality and style.

We believe that everything in your home should offer
you convenience and pleasure. ARTCOOL™ has thus
won world-class design awards because of its
remarkable concept.

If you’re looking for something innovative and attractive
that fits you, put it up on a wall with a painting by a
master. The classic ART COOL type lets you express
your personality and also make an artistic statement.

CHANGE STYLES

LG ARTCOOL™ allows you to change the image of the
panel to match your interior’s color scheme.

This air conditioner can simulate the ambiance 
you want, allowing you full control 

to enjoy your life.

The panel, with mirror-like finish, will inject a more
modern and stylish sense in your interiors.



FLEX MULTI SPLIT 
AIR CONDITIONERS
DUAL ZONE & 
TRI-ZONE

Flex Multi Split Systems
The larger, Flex Multi Split systems operate two or three interior

units that are mounted in separate rooms. Each indoor unit

comes with it’s own remote control, allowing the customer to set

the temperature individually in different rooms. These units are

connected to a single exterior unit.

9,000 and 12,000 Flex Multi indoor units can be combined to

achieve between 18,000 and 24,000 BTUs on a Dual Zone

system, and from 27,000 to 36,000 BTUs on a Tri-Zone system.

The interior units are available in a variety of styles including

ARTCOOL™ and Standard models. Both Dual Zone and Tri-Zone

are available in Cooling Only or Heat Pump systems.
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Flex Multi Split 
Standard Indoor Unit
9,000/12,000 BTU’s

Cooling only 
or Heat Pump 

Flex Multi Split 
ARTCOOL™ Indoor Unit Metal

Finish
9,000/12,000 BTU’s

Cooling only 
or Heat Pump

Available styles and finishes

Flex Multi Split 
ARTCOOL™ Indoor Unit

Mirror Finish
12,000 BTU’s
Cooling only 
or Heat Pump




